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TrAiler pump 
hBT6013132e

engine

engine model   

Concrete output (l/h pressure)   

Concrete pressure (l/h pressure) 

rated power 

max. pumping height    

max. pumping distance 

Concrete Slump

dCeC Tier ii

6BTAA5.9-C180

60/38 m3/h

  8.4/13.5  mpa 

132 kw

160m

450 m

80-230 mm
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pump SpeCiFiCATionS

Key Specs. unit hBT6013132e

Concrete output (l/h pressure) m3/h 60/38

Concrete pressure (l/h pressure) mpa 8.4/13.5

Strokes min-1 23/15

Concrete cylinder  bore mm 200

Stroke length mm 1,400

hopper charge height mm ≤1,450

hopper capacity m3 0.7

Concrete valve type / S tube

hydraulic system type / open loop

System pressure mpa 32

hydraulic reservoir l 500

max. pumping height m 160

max. pumping distance m 450

Model l1 w1
(mm)

h1
(mm)

Weight
(kg)

hBT6013132e 5,940 2,215 2,530 5,700

ConFigurATionS  

items manufacturer place of origin

main hydraulic pump reXroTh germany

electro-hydraulic valve reXroTh /eATon-
ViCKerS germany /uSA

multi-way valve pAiKSAn germany

Seals pArKer uSA

hydraulic hose mAnuli italy

Control module iFm germany

radio remote controller Techwell China

proximity switch iFm germany

liFe SpAn For weAr pArTS (The data below are based on the concrete pumping quantity, only for reference)

no. parts name life-span (m3) no. parts name life-span (m3)

1 Concrete cylinder 80,000 6 wear ring 15,000-20,000

2 Concrete piston seals 30,000 7 o seal 30,000

3 Concrete piston guide ring 60,000 8 guide tape 60,000

4 S tube 100,000 9 dustproof ring 60,000

5 wear plate 30,000-40,000 10 pipeline 15,000-20,000


